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ML-60A/AS

Single door magnetic lock

ML-70A/AS

Single door magnetic lock

ML-180A/AS

Single door magnetic lock

ML-180B/BS

Double door magnetic lock

e

SmartVians

Parameter :

Moded ML-BOA ML-BOAS

Holding force B0kg(1200Lbs)

Input voltage DCi2v

Current 12VHME0mA

Lock signal NG YES

Door signal NO N

Weight 0.5kg

. Cabinat/Wooden door /

Siitale foe Glass doornFireproof door
Parameter :

Model ML-70A ML-TOAS

Holding force 7T0kg(140Lbs)

Input voltage DCi12v

Current 12VI1B0mA

Lock signal NO YES

Door signal NO NO

Weight 0.7kg

. CabinetWooden door {

Suitable for Glass door/Fireproof door
Parameter :

Maodel ML-180A ML-180A5

Holding force 180kg(350Lbs)

input voitage DC12V or DC24Y

Current 12VI300mA 24V 150mA

Lock signal ND YES

Door signal NO MO

Weight 1.2kg

Wooden door/Glass door

Silrahle-foc Metal door/Fireproof door
Parameter :

Model ML-180B ML-180BS

Holding force 180kg(350Lbs)"2

Input voltage DC12V or DC24V

Current 12V/300mA=2; 24V 50mA*2

Lock signal MO YES

Door signal N NO

Weight 2.4kg

Suitable for Wooden door/Glass door

Metal door/Fireproof door

Size(mm):

75

©

VUi

74
Size(mm):
I S0 -
—_F t
th
100 s 0 ©
AL
Size(mm):
: 189 ;
43
allso g o 03
130
= o © o] |
Size(mm):
380
e ~ o
a3 | | +
S — [f 8|
| 380 2 o S 0O
130
)| @ o ©

ML-280A/AS

Single door magnetic lock

ML-280ADS/AST

Single door magnetic lock

ML-280B/BS

Double door magnetic lock

ML-280BDS/BST

Double door magnetic lock

Parameter :

Magnetic Lock Series

Model ML-280A ML-2E0AS
Holding force 280kg(600Lbs)
Input voltage DC12Y or DC24V
Current 12V/480mA,; 24V240mA
Lock signal NO YES
Door signal NO NO
Weight Zkg

Suitable for Wooden door/Glass door

Metal door/Fireproof door

Parameter :

Model ML-280ADS ML-280AST
Holding force 280kg(600Lbs)
Input voliage DC12Y or DC24V
Currant 12V7480mA; 24V240mA
Lock signal YES YES
Door signal YES NO
Waight 2kg

. Woodan door/Glass door
Suitable for Metal door/Fireproof door

Parameter :

Madel ML-2808 ML-2B0BS
Holding force 280kg(600Lbs)*2
input volitage DC12V or DC24Y
Current 12ViABOmA™2; 24Vi240mA~2
Lock signal NO YES
Door signal NO NO
Weight dkg

. Wooden door/Glass door
Stahie:foc Metal door/Fireproof door

Parameter :

Model ML-280BDS ML-Z280BST
Holding force 280kg(600Lbs)"2
Input voltage DC12V or DC24V
Current 12V/4B0mA"2; 24V/240mA"2
Lock signal YES YES
Door signal YES NO
Weight 4kg
Suitable for Waooden door/Glass door

Metal door/Fireproof door
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' SmartVians

Magnetic Lock Series

ML-350A/AS Parameter : Size(mm): ML-500A/AS Parameter : Size(mm):
Single door magnetic lock Single door magnetic lock s
Model ML-350A ML-350A5 | 240 Model ML-5004A ML-500AS ) - |
Holding force 350ka(800Lbs) T 1 ] Holding force 500kg(1200Lbs) 1 []
= Input voltage DC12V or DC24V el [] [] j Input valtage DC12V or DC24V LR @
Current 12VI500mA; 24V/250mA {1 Current 12V/600mA; 24V300mA | | M |
Lock s'rlgnal NGO YES = :E o 2 o E: L::fu:lc silgnal NO YES sl 2 Q[I @ Q o i D ° @
Door signal NO NO - Door signal NO NO A8 L e oo
Weight 2.5kg i = 3 Weight 4.5kg | I
Wooden doar/Glass doaor/ 4 o el | Wooden door/Glass door/ T |
SURapeor Metal dooriFireproaf door Sapi o Metal door/Fireproofl door i 2 © L
ML-350ADS/AST Parameter : Size(mm): ML-500ADS/AST Parameter : Size(mm):
Single door magnetic lock Single door magnetic lock -
Modsl ML-350ADS | ML-350AST 240 Model ML-500ADS | ML-500AST : L
Holding force 350kg(B00Lbs) Holding force 500kg(1200Lbs) I ]
- Input voltage DC12V or DC24V e | 11 input voltage DC12V or DC24V = .
Current 12V/500mA; 24V/250mA, [ [ Current 12V/600mA; 24V/300mA | E— I S
Lock signal YES YES 7 ~ i [le e o ° ° @
oc 5|_-gna ¥ ‘E = g 5 1:' Lock signal YES YES 44 Q[I i ‘;’ o D ~
Door signal YES MO Door signal YES MY "
Weight 2.5kg — Weight 45kg ! —
Wooden door/Glass door/ A3 o 12] | - Wooden door/Glass door/ ‘
e Metal door/Firepraof door © SaIbI L Metal door/Fireproof door % ° © Ll
ML-350B/BS Parameter : Size(mm): ML-500B/BS Parameter : Size(mm):
Double door magnetic lock Double door magnetic lock N
Madel ML-3508 ML-350B5 il Model ML-5008 ML-500B5 . —
Holding force 350kg(800Lbs)"2 s O - Holding farce 500kg(1200Lbs)"2 = l| i .I_ '“r T
Input vollage DCAZ2V ar DC24Y i ! E ,I ! ! ! ! ! r r Input vollage DC12V or DC24V T1 [T
' 12V "D 24\ A* - 3 Ry 3 s 1 mA™2: 24 =5
E_ﬁ Currant 2V/500mA*2; 24Vi250mA™2 2[[°o a 02::%0 3 02" Current 2VIB00mA™2; 24V/300mA™2 «|P° @ ° Q¢ Dn oo uU °Q ° @ °°
— Lock signal NO YES o Lock signal NO YES e o "0s ®apUo eo aUpga¥ a9
Door signal NO NO © Door signal NO NO 185
43 (] i
Weight 5kg Weight 9ko " . ® i ©
1211 L
Wooden door/Glass door/ . Wooden door/Glass door!
Suitable for Metal door/Fireproof door Suitable for Metal door/FHreproof door s ] ] l
ML-350BDS/BST Parameter : Size(mm): ML-500BDS/BST Parameter : Size(mm):
Double door magnetic lock Double door magnetic lock r,
Model ML-350BDS | ML-350BST 480 Model ML-500BDS | ML-500BST - =
Holding force 350kg(B00Lbs)"2 . ‘“'[""_‘ ] ' Holding force 500kg(1200Lbs)*2 'l |i + |rr
Input voltage DC12V or DC24V *L! ! 'l' Ll input voltage DC12V or DC24V _
ﬁﬁ Eun'ﬂn_t 12V/500mA*2; 24V/250mA*2 alfo : T Current 12V/600mA*2; 24V/300mA™2 JF T O 00 0 ———— 0 T RO
- ﬁ Lock signal YES YES — Lock signal YES YES jle s __ Do el is oo o L 0o [ ¢
T ' Door signal YES MO - o Doaor signal YES NO L
d =) T
Weight kg Weight 9kg a0 e ©® e @
: Wooden door/Glass door/ =4 : . Wooden door/Glass door/ L
Sdltable:fer Metal door/Fireproaf door Suitible for Metal door/Fireproof door s ] [

03



A

7 SmartVians

Magnetic Lock Series

ML-180EA/ES Parameter : Size(mm): ML-280ASP Parameter : Size(mm):
Single door magnetic lock Single door magnetic lock , &
with Mortise Mount Model ML-18DEA ML-180ES i "—[ '|'—* (Waterproof) Mode! ML-280ASP — —
Holding force 180kg(350Lbs) = = — Helding force 280kg(600Lbs) 47 l | I.
Input voltage DC12V or DC24V = Input voltage DC12V or DC24V o e
Current 12V/400mA; 24V/200mA sl © C © Current 12V/500mA; 24V/250mA
- Door signal NO NO 190 Door signal NO) 198
Weight 1.2kg Weight 2.7Tkg &
33 a5 O
Suitabile far Wooden door/Metal door/ @ Suitable for Woaden daorMetal doar! O ®)
Fireproof door : : : Fireproof door
8 |l 00 SR AT SNV
AIES Parameter : Size(mm): ML-280ASW Parameter : Size(mm):
Single door magnetic lock Single door magnetic lock
with Mortise Mount Model ML-280EA | ML-280ES i — {Wagterprnu i g = P 210
‘ - - —
Holding force 280kn(600Lbs) u; Holding force 280kg(600Lbs) 2|lo |— 0
Input voltage DC12V or DC24V Input voltage DC12V or DC24V F \
Current 12V/500mA; 24V/250mA |l | —— | 4 Current 12V/500mA; 24V/250mA
Lock signal NO YES A Lock signal YES an5]| ° g
" y Door signal NO NO 180 Door signal NG -
Weight 2k @ Waight 2.3kg
a8
3 o)
Suitable for Hioersn oot et Coon o Wooden door/Metal door/ ©
Irepro r
: w77 it v [ 7777
ML-350EA/ES Parameter : Size(mm): ML-500ASP Parameter : Size(mm):
Single door magnetic lock : . Single door magnetic lock 255
with Mortise Mount Model ML-350EA ML-350ES g (Waterproof) Model ML-500ASP = =
Holding force 350kg(800Lbs) 2?; Holding force 500kg({1200Lbs) 6 ] n:.m]
Input voitage DC12V or DCZ4V Input vollage DC12V or DC24Y O P 0
Current 12V/480mA; 24V/240mA IR 1 © - Current 12V/500mA; 24Y/250mA — .
Lock signal NO YES @ © Lock signal YES A lLe C l]:lm]
Door signal NO NO 1 Door signal NO i
Weight 2.7kg @ Weight 4.5kg 0
45
= £ L
Sy Wooden door/Metal door/ . Wooden door/Metal door/ O Q
Litable for Fireproof door Suitable for Fireproof door
4 1 [ i Tl |
Parameter : Size(mm): ML-500ASW Pavarniaton Size(mm):
Shear lock = NI 5500A 182 Single door magnetic lock 240
_ = = (Waterproof) Model ML-500ASW O
Holding force 1200kg(2400L1s) 30 ﬂ@' | o O ?{5‘ Holding force 500kg(1200Lbs) 64 :
Input voltage DC12V or DC24V - - input voltage DO12Y or D24V O
Eurrer:t 12W1220mA; 24V/190mA e Iﬁ p— e, E_l_—’_:—-_—'_'—'_‘_‘j';;' Current 12VI500mA; 24W/250mA » O o
Door signal NO o @ | — 8 2 Door signal NO 188
Weight 1kg a0 ‘E:@’ @ @ E@f]’ , ‘_ - Weight Skg
Wooden door/Metal doar/ " - sl © @
Suitable for ET:EPE:SLF i oor T -! = E & ij{ \L: ___1:-‘3'1—1"'" Suitable for Wooden doorMetal door/
= | l o Fieproot door 8 [
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ML-180U
U Bracket
ML-180I
| Bracket
go |

ML-180L
L Bracket

ML-180ZL
ZL Bracket

ML-280U
U Bracket

SmartVians

Parameter :

Maodel ML-180U
Material High Strength Aluminum Alloy
Glass thicknass 2-15mm

Opening mode 90 degree door

Used for ML-180 Series

Weight 0.22kg

Suitable for Glags door
Parameter :

Model ML-1801

Material High Strength Aluminum Alloy

Opening mode 90 degree door

Used for ML-180 Series

Weight 0.22kg

Suitable for Wooden /Metal /Fire doors, atc.
Parameter :

Model ML-180L

Material High Strength Aluminum Alloy

Opening mode 90 degree door

Used for ML-180 Series

Weight 0.14kg
| Suitable for Wooden (Metal /Fire doors, etc.

Parameter :

Model ML-180ZL

Material High Strength Aluminum Alloy

Opeaning mode 90 degree door

Used for ML-180 Series

Weight 0.4kg

Suitable for Wooden Metal /Fire doors, etc.
Parameter :

Maodel ML-2800

Material High Strength Aluminum Alloy

Glass thickness 8-15mm

Opening mode 90 degree door

Usad for ML-280 Senes

Weight 0.3kg

Suitable for Glass door
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ML-280I
| Bracket

ML-280L

L Bracket

ML-280ZL
ZL Bracket

ML-280LC
LC Bracket

ML-280BLC

BLC Bracket

Magnetic Lock Bracket Series

Parameter :

Model ML-280I

Material High Strength Aluminum Alloy

Cpening mode 90 degree door

Used for ML-280 Serles

Weight 0.33kg

Suitable far Wooden /Metal /Fire doors, elc.
Parameter :

Model ML-280L

Material High Strangth Aluminum Alloy

Opening mode 90 degree door

Usad for ML-2B0 Seres

Weight 0.25kg

Suitable for Wooden (Metal /Fire doors, etc.
Parameter :

Model ML-2BOZL

Matearial High Strength Aluminum Alloy

Opening mode 90 degree door

Used far ML-280 Series

Weight 0.75kg

Suitable for Wooden /Metal /Fire doors, etc.
Parameter ;

Model ML-280LC

Material High Strength Aluminum Alloy

Opeaning mode 90 degree door

Used for ML-280 Series

Weight 0.40kg

Suilable for Waooden /Narrow door, elc,
Parameter :

Model ML-2BOBLC

Material High Strength Aluminum Alloy

Opaning mode 80 degres door

Used for ML-280 Series

Weight 0.80kg

Suitable for Wooden /Narrow door, eic.
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ML-280BZL

BZL Bracket

ML-280UI
Ul Bracket

/

ML-350I

| Bracket

ML-350L

L Bracket

ML-350ZL

ZL Bracket

SmartVians

Parameter :

Model ML-280B2L

Material High Strength Aluminum Alloy

Opening mode 90 degree door

Used for ML-280 Senes

Weight 0.54kg

Suitable for Wooden /Metal /Fire doors, etc. |
Parameter :
. Model ML-280UI

Material High Strength Aluminum Alloy

Opening mode 90 degree door

Used for ML-2B80 Series

Weight 0.32kg

Suitable for Glass door
Parameter :

Model ML-3501

Matenal High Strength Aluminum Alloy

Opening mode 90 degree door

Used for ML-350 Series

Weight 0.36ka

Suitable for Wooden /Metal /Fire doors, ele.

Parameter :

Model ML-350L

Material High Strength Aluminum Alloy
Opening mode 90 degree door

Used for ML-350 Series

Weight 0.33kg

Suitable for Wooden /Metal /Fire doors, etc.

Parameter :

Maodel ML-350ZL

Material High Strength Aluminum Alioy
Cpening mode 90 degree door

Used for ML-350 Series

Weight 0.82kg

Suitable for Wooden /Metal /Fire doors, etc.
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ML-500I

| Bracket

ML-500L
L Bracket

ML-500ZL

ZL Bracket

ML-52

Wall mount door holder

ML-53

Floor&Wall mount door holder

w

Parameter :

Magnetic Lock Bracket Series

Model ML-5001

Material High Strength Aluminum Alloy
Opening mode &0 degree door

Used for ML-500 Series

Weight 0.45kg

Suitable for Wooden /Metal /Fire doors, etc.

Parameter :

Model ML-500L

Material High Strength Aluminum Alloy
Opening mode 90 degree door

Used for ML-500 Senes

Weight 0.58kg

Suitable for Wooden /Metal /Fire doors, efc.

Parameter :

Model ML-500Z1

Material High Strength Aluminum Alloy

Cpening mode 90 degree door

Used for ML-500 Sernes

Weight 1.3kg

Suitable for Wooden Metal /Fire doors, etc.
Parameter :

Model ML-52

Haolding force 50kg(110Lbs)

Voltage 24VDC£10%( 12V Need order)

Current 24V7OmA 12V1140maA

Weight 0.9kg

Suitable for Smoke proof doors

Cptional Press button to release the door

Parameter :

Model ML-53

Haolding force 50kg(110Lbs)

Voltage 24VDC£10%( 12V Need order)
Current 24VT70mA 12V1140mA
Weight 1.4kg

Suitable for Smoke proof doors
Optional Press button to release the door
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> SmartVians

ML-801/801T

Electric bolt lock
(Low temperature type)

ML-802S/802ST

Electric bolt lock
(Low temperature type)

_Z
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ML-803ST/805ST

Intelligent Electric bolt lock

ML-806ST

Narrow panel Electric bolt
lock(Short panel)

T_*__ | <=

= _

R

Parameter :

Model ML-BO1 ML-BO1T
Security type Power off unlock
Input voltage DC12v+10%
Current 120mA

Time delay NO YES
Door signal NO NO
Weight 0.72kg

Szl fie Wooden door, Glass door,

Metal door, Fireproof door

Parameter :

Model ML-8025 ML-8025T
Security lype Power off unlock
Input voltage DC12V210%
Current 120maA

Time delay NO YES
Door signal YES YES
Weight 0.72kg

Suitable for Wooden door, Glass door,

Metal door, Fireproof door

Parameter :

Modal ML-BO3ST ML-8G55T
Sacurlty type Power off unlock
Input voltage DC12v410%
Current 120mA
Time delay YES YES
Door signal YES YES
Weight 0.72kg

\ Wooden door, Glass door,
Suitable for Metal door, Fireproof door

Parameter :

Model ‘ML-8085T
Sacurity type Power off unlock
Input voltage DC12VE10%
Current a0maA,
Time delay YES
Door signal YES
Weight 0.86kg
Suitable for Marrow frame door
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ML-807ST

Narrow panel Electric bolt
lock(Long panel)

ML-808ST

Electric Bolt Lock(Fully
Frameless Glass door)
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ML-809ST
Electric bolt lock(With key)

ML-810ST
Electric bolt lock(With key)

Electric Bolt Lock Series

Parameter :
il ML-807ST
Security type Power off uniock
put volizge DC12V410%
Currant BOmA,
Time delay YES
Door signal VES
Weight 0.75kg
Suitable for Wooden door, Glass door,

Metal door, Fireproof door

Parameter :

Modal ML-B808ST

Security type Power off unlock

Input vollage DCA2VE10%

Currant B0mA,

Time delay YES

Door signal YES

Waight 0.86kg

Suitable for m'“;';l?ﬁ”;;gf’ﬁs
Parameter :

Modal ML-8085T

aeourity type Power off unlock

Input voitage DC12VE10%

Currant 80mA

Time delay YES

Door signal YES

Weight 1.25kg

Suitable for Wooden door, Glass door,

Maial door, Fireproof door

Parameter :

Modei ML-B10ST
Security type Fower off unlock
Input voltage DC12V£10%
Current 20mA

Time delay YES

Door signal YES

Weight 0.9kg

Suitable for Wooden door, Glass door,

Metal door, Fireproof door
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SmartVians
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ML-817ST

Electric Bolt Lock Series

ML-812ST Parameter : Size(mm):
Electric bolt lock
Model ML-8125T
Security type Power off uniock - =
% I =" - Input voltage DC12Vi24V 8 E
‘ Current 200mA 4 BB
_ Time delay YES i =
= o Daor signal YES .~+ E 2
E Weight 0.72kg
ML-813ST Parameter : Size(mm):
Electric bolt lock
Model ML-813ST
Security type Power off unlock 2 = I =
Input vollage DC12y B I p g:l “__
Current 150mA T 5 T ﬂl T
Time ﬁisla}.r YES e o EI'[ s
Door signal YES L .
Weight 0.72kg
ML-815ST Parameter : Size(mm):
Electric bolt lock
Model ML-8165T 200
Security type Power off unlock i
Input voltage DC12V E{ © E’@ @
Current 150mA &) ®
Time delay YES
Door signal YES '
Weight 0.72kg "
Sutaiotor | Yjooder doa, las or.
ML-816ST Parameter : Size(mm):
Electric bolt lock
Maodel ML-8168T _—
Security type FPower off uniock :
_fgs} Input voltage DC12V EH]: © E’@ ©
= : Current 150mA &, ©
Time delay YES
Door signal YES .
Weight 0.72kg 3
Suitable for Wooden door, Glass door,

Metal door, Fireproof door

Parameter : Size(mm):
Electric bolt lock
Modet ML-8175T , 166 I
Securty lype Power off unlock o ) '
Input voltage DCiz2y s @ @
Current 150mA -— ©
Time delay YES
Daoar signal YES T :
Waeight 0.72kg 34
Suitable for ﬁg?;a;ngﬁ] g;ﬁfdgﬁ )
ML-820 Parameter : Size(mm):
Electric bolt lock :
Mode! ML-B20D
Security type Fower on and unlock
Input voltage DC12v
Current G0mA
Starting current 1.05A
Signal output NO
Weight 0.18kg
Suitable for Cabinets. drawers, elc
ML-300L Parameter : Size(mm):
Electric bolt lock bracket
Mode ML-800L ol 4
Product name Stalnless steel glass door clip
Glass thickness 10-15mm 38 38
Opening mode 180 degree swing door
Material 304 stainless steel
Ssignal output NO
Weight 0.3kg
. e O
Suitable for Glass door O Q O O
ML-800U Parameter : Size(mm):
Electric bolt lock bracket e
Modei ML-800U - —
Praduct name Fully Frameless Glass Door "
Glass thickness 10-15mm WM =
Opening mode 180 degree swing door "ll.5 O G W
Material 304 stainless steal rre
Signal output NO "
L Weight 1.6kg _m
Suitable for Glass daoor . | = o 4“7
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¢ SmartVians

ML-700/700S

Standard-type electric strike

Parameter :

Model ML-700 ML-7005
Lock structure Stainless steel pracision casting
Holding stength S00KG
= Input voltage DC12V+10%

= Current 200mA
Daoor signal NO YES
Opening mode 90 Degree Swing Door
Weight 0.3kg
Suitable for Wooden door, Metal door

ML-701/701S

Short panel electric strike

Parameter :

Model ML-701 ML-7015
Lock structure Stainless steal precision casting
Hodding stength S00KG
= o Input voltage DC12V£10%

Current 200mA
Door signal N YES
Opening mode 90 Degree Swing Door
Welght 0.4kg
Suilable for Wooden door, Metal door

ML-702/702S Parameter :

American Standard

Electric Strike(Short panel) disi iz o
Lock struclure Stainless steel precision casting
Holding stength S00KG
Input voltage DC12Ve10%

: Current 320mA

Door signal NO ¥ES
Opening mode 90 Degree Swing Door
Weight 0.35kg
Suitable for Wooden door, Melal door

ML-702SD Parameter :

American Standard

Electric Strike(Short panel) s it CO
Lock structure Slainless steal precision casting
Holding stength SO0KG
Input voltage DC12V or DC24V
Current 12W/300mA, ; 24V/150mA
Door signal YES
Cpening mode 90 Degree Swing Door
Weight 0.4kg
Suitable for Wooden door, Melal door

Size(mm):
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ML-703/703S

American Standard
Electric Strike(Long panel)

ML-703SD

American Standard
Electric Strike(Long panel)

ML-704
Electric Strike(Long panel)

ML-705/705S

Long Type European
Electric Strike

Parameter :
Maodel ML-703 ML-703S
Lock structure Stainless sleel precision casting
Holding stength a00KG
Input voltage DC12V+10%
Current 250mA,
Door signal NO YES
Opening maode 90 Degrea Swing Door
Waight 0.4kg
Suitable for Wooden door, Metal door

Parameter :

Model ML-7035D

Lock structure Stainless steel precision casting
Holding siength 500KG

Input voliage DC12V+104%

Current 260mA

Door signal YES

Opaning mode 90 Degree Swing Door
Weight 0.4kg

Suitable for Wooden door, Melal door

Parameter :

Model ML-T04

Lock structure Stainless stes| precision casting
Holding stength S00KG

Input voltage DCAZ2VE10%
Current 200ma,

Door signal YES

Opening mode 890 Degree Swing Door
Waight 0.4kg

Sulitable for Wooden door, Metal door

Parameter :

Maodel ML-705 ML-7055
Lock structure Stainless steel precision casting
Holding stength S500KG

Input voltage DC12VE10%

Current 200mA,

Door signal NO YES
Opening mode 90 Degree Swing Door
Weight 0.42kg

Suitable for Wooden door, Metal door

Electric Strike Series

Size(mm):

165
2 || © © ‘ © ©

T
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325
Size(mm):

165 |
2 || © @) ©

Size(mm):

250
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Size(mm):

250
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ML-705SD

Long Type European
Electric Strike

ML-706

European Narrow-type and
Adjustable Electric Strike

ML-707

European Narrow-type and
Adjustable Electric Strike

ML-708

Electric strike for glass door

Parameter :
Model ML-7055D
Lock structure Stainless steel precision casting
Hoiding stength S500KG
Input voltage DC12V or DC24Y
Current 12V/320mA; 24V160mA
Door signal YES
Opening mode 80 Degree Swing Door
Weight 0.42kg
Suitable for Wooden door, Metal door

Parameter :

Madal ML-706

Lock structure Stainless steel precision casting

Holding stength SD0KG

Input voltage DC12v£10%

Current 200mA,

Door signal MO

Weight 0.42kg

Sultable for MNarrow frameWooden door!
Meta!l door

Parameter :

Model ML-TOT

Lock structure Stainless steal precision casting

Holding stength SO00KG

Input voliage DC12v10%

Current 200mA

Door signal NO

Weight 0.3kg

Sultable for MNarrow frame\Wooden door!
Meta! door

Parameter :

Model ML-FO8

Lock structure Stainless steel precision casting

Holding stength S00KG

Input voltage DC12v£10%

Current 200mA

Door signal MO

Weight 0.3kg

Suilable for Glass door

Size(mm):
250
2o LT L
5 O o
Size(mm):
280

Size(mm):

110

32 - j
Size(mm):
180 :
% | |@ I|| E’\
e o e

ML-S101

Door Closer

i.;' §

ML-S102

Door Closer

-
=
T

ML-S203

Door Closer

(5

ML-S505

Door Closer

Parameter :
Modeil ML-S101
Material Aluminum alloy
Max Door Weight -40KG
Max Door Width 750mm
Spring power EnN1-2
Max opening angle 130°
Paositioning function NO
Constant speed function NO
Colour Silver/Black/Milky/Golden

Parameter :
Model ML-S102
Materal Aluminum alloy
Max Door Weight 40-60KG
Max Door Width 950mm
Spring power EN2-3
Max opening angle 180°
Positioning function YES
Constant speed function YES

Colour Silver/Black/Milky/Golden
Parameter :

Model ML-S203

Material Aluminum alloy

Max Door Weight BO-BOKG

Max Door Width 1100mm

Spring power EN3-4

Max opening angle 180°

Paositioning function YES

Constant speed function YES

Colour

Silver/Black/Milky/Golden

Parameter :
Maodel ML-S505
Material Aluminum alloy
Max Door Weight A0-100KG
Max Door Width B50-1250mm
Spring power ENZ-5
Max opening angle 180°
Pasitioning function YES
Constant speed function YES
Colour Silver/Black/Milky/Galden

Door Closer Series

Size{mm):
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ML-600A Parameter :

Electric rim lock _
Model ML-E00A
Cylinder Single
Fail safe Locked when energized
Input voltage DCA12V+10%
Current 85mA
Material Nickel alloy
Tongue length 12mm
Suitlable for wmdirilrgsgnlzﬁﬂglr o

ML-600B Parameter :

Electric rim lock
Model ML-BOOB
Cylinder Double
Fail safe Locked when energized
Input veltage DC12VE10%
Current 85mA.
Material Mickel alloy
Tongue length 12mm

Wooden door, Metal door,

Suitable for Flreaprectdoor
ML-601A Parameter :
Electric motor lock :
Mode| ML-601A
Cylinder Single
Fail safe Locked when energlzed
= Input voltage DC12v+i0%
Current 20mA
Material Nickel alloy
Tongue length 22mm
Suitable for w““d';?rggéﬂﬁimr'
ML-601B Parameter :
Electric motor lock
Mode| ML-B01B
Cylinder Double
—— Fail safe Locked when energlzed
=4 Input voltage DC12V+10%
Current 20mA
Material Nickel alloy
Tongue length 22mm
Sultable for W““di?r:sgéﬂi‘gimr'

Size(mm):

123

=l | O

[

Size(mm):

123

A—

108G

5|

Size(mm):
y 130
™ ~
—
"N©
Size(mm):
130
(-

(@

Electric Bolt Lock Series

ML-602A Parameter :
Electric motor lock
Model ML-GO2A
Cylinder Single
Fail safe Locked when energized
Input voltage DC12VE10%
Current 20mA,
Material Nickel alloy
Tongue length 22mm
Suitable for Wmdi?ifﬂ:;ﬂfi doar,
ML-602B Parameter :
Electric motor lock :
Madel ML-602B
Cylinder Double
Fail safe Locked when energized
. Input voltage DC12vE10%
i Current 20mA,
¥ E Material Nickel alioy
Tongue length 22mm
Suitable for wmdi?fg;f{:ﬂ:‘;ﬁ e
ML-603A Parameter :
Electric rim lock
Madel ML-603A
Cylinder Single
Fail safe Locked when energized
Input voltage DC12V210%
Currant BomA
Material Nickel alloy
Tongue length 12mm
Suitable for W““"i’i‘mdgf&mﬁ'r daor,
ML-603B Parameter :
Electric rim lock
Maodel ML-6038
Cylinder Double
Fail safe Lockad when energized
Input vottage DC12VE10%
Currant 85mA,
Material MNicke! alloy
Tongue length 12mm
Suitable for W““i’:f:;“ﬂ[ﬂﬂf;:: doar,

Size(mm):

132

100

0

1 o7

/
\ Y
Size(mm):
- 132 <
3 [
100 O LO:I j 43
\ 7
Size(mm):
= Ir_lll =
10s @ I\_’ H:E\j 375
N _J
Size(mm):
. 123 :
tr \
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ML-916/916S
Push bar lock

7 SmartVians

Parameter :

Model ML-916 ML-9165
Material SUS304 stainless steel
Fire resistance limit (960 C min)=72
Sarvice life = 300000 (limes)
Push bar thrust <70 (M)
External tensile force 21300(N)
Internal thrust force =1300(N)
Locking tongue closing force =20 (N)
Alarm function NO YES
Size(mm): 82 |
|
395
= D HREE S M8 MRt~ =8
45.4 LELL EMERGENCY EXIT ONLY PLISH HERE-ALARM WILL SOUND — :l 154
o | |
300
| | —
| |
700
ML-91 73‘91 78 Parameter :
Push bar lock .
Model ML-917 ML-917S
Material SUS304 slainless steel

Fira resistance limit

(960 C ,min)>72

Sarvice life = 300000 (times)
Push bar thrust <70 (N)
Exiernal tensile forca 21300({N)
Internal thrust force =1300(N)
Locking longue closing force <20 (N)
Alarm function MO YES
Size(mm): 82 |
|
39.5
= HHEE Eshith - =800
49.4 @j =) rr,qfﬁﬂ?%x%mm FIJ?:ItHl;g. Al ln—'JM WILL 2 FHNE] _— ] 154
|
300
| | —
[ I
700

ML-918/918S

Push bar lock

Push Bar Lock Series

Parameter :

Model ML-918 ML-9185
Material Iron baking paint
Fire resistance limit (960 C min)=72
Sarvice life > 300000 (imes)
Push bar thrust =70 (M)
External tensile force =1300(N)
Internal thrust force 21300(N)
Locking tongue closing force =20 (N}
Alarm function MO YES
36.5
Size(mm): ?
o P
u =TT i
T ' 305
45_41 H _11‘= r.:. nﬂ‘ﬁ.uullll'.l nr--ng-- 15
a0
- J6.5
& B
u
)
ML-919/9198 Parameter :
Push bar lock
Model ML-919 ML-9125
Material Iran baking paint
Fire resistance limit (960 C min)=72
,.EE Service life > 300000 (times)
“? Push bar thrust <70 (N)
ﬁ.\ _ External tensile force 21300(N)
E—— H % Internal thrust force =1300(N)
e e —— Locking tongue closing force <20 (N)
— Alarm function NO YES
365
—
Size(mm); =
(mm) d &
i ¥y
:"I-E 5
45_41 !1‘| 1 :"n_..ﬁ *ﬂT-.lnlJ|-|||' J'||1_I y | 154
300
S 6.5
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u
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ML-PM70

Automatic door operator

SmartVians

ML-PM80OA

Automatic door operator

ML-PW180

Automatic door operator

23

Parameter :

Model ML-PMTO
Motor voltage 36V DC brushless motor
Maximum torgue A0Nm
Maximum gale width 900mm
Maximum gate weight 90kg
Wheelbase 258mm
Application environment Indoor
Enable direction Unidirectional enable
Maximum power 45W
Opening speed 3-8s
Opening time 1-30s
Servica life 200,000 times
Linit siza 516x80x95mm
Weilght 6.5kg
Parameter :
Maodel ML-PMB0A
Motor voltage 36V DC brushless motor
Maximum torgque 40Nm
Maximum gate width 900mm
Maximum gate weight 100kg
Wheelbase 2BBmm
Application environment Indoor

Enable direction

Linidirectional enable

Maximum power 45W
Opening speed 3-8s
Opeaning time 1-30s
Service life =200,000 times
Unit size ST 2xB0x95mm
Weight 10kg
Parameter :
Model ML-PW 180
Maotor voltage 24V DC brushless motor
Maximum torque EO0NmM
Maxirnum gate width 1100mm
Maximum gate weight 150kg
Wheelbase g2mm
Application environment Indoorioutdoor

Enable direction

Linidirectional enable

Maximum power 45W
Opaning speed 3-85
Opaning time 1-30s
Sarvica life 2200,000 times
Unit size 330x80x122mm
Weight Skg

ML-PW240

Automatic door operator

ML-PD180

Automatic door operator

Hl_

ML-PD240

Automatic door operator

L B

Parameter :

Model ML-PW240
Motor vollage 36Y DC brushless mator
Maximum torque T10Nm
Maximum gate width 1200mm
Maximum gate weight 200kg
Wheelbase 82mm
Application environment Indoorfoutdoor
Enable direction Unidirectional enable
Maximum power 45W
Cpening spead 3-8s
Cpening time 1-30s
Service life 2200000 times
Unit size 330xB0x122mm
Weight 10kg
Parameter :
Model ML-PD180
Motor voltage 36V DC brushless motor
Maximum torque TONm
Maximum gate width 1200mm
Maximum gate weight 150kg
Wheelbase T5mm
Application environment Indoor/outdoor

Enahbile direction

Unidirectional enabis

Maximum power 45\W
Cpening speed 3-8s
Cpening time 1-30s
Panel size J09x146x2mm
Unit size 206x132xB0mm
Wiaight B.5kg
Parameter :
Model ML-PD240
Motaor voltage 36V DC brushless motor
Maximum torque 110Nm
Maximum gale width 1500mm
Maximum gate weight 200kg
Wheealbase 110mm
Application environment Iindoorfoutdoor

Enable direction Unidirectional enable
Maximum power 45W
Opening speed 3-8s
Opening time 1-30s

Panel size 376%203%2mm
Unit size 358x184x108mm
Weight 11.5kg

Automatic Door Operator Serise

24
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Power Supply Series

ML-PS01/02 Parameter : Size(mm): ML-PS10/11 Parameter : Size(mm):
Switching power supply o R T i 555 ; Access control power supply T e T } -
Input voltage ACZ20V+20%; ACT10VE20% = i Input voltage AC100V-240V 50/60Hz
o Output vollage DC12V+1 5% Qutpul voltage DC12V+15%
Working ripple <100mY 78 Working ripple <100mV ¥
Output current 34, 54, Output current 34, 5A
Standard battery 12V/7Ah = & m Standard battery NO
Weight 0.35kg o - Weight 0.35kg
Material Aluminium alloy 405 Material Metal shell; Surface paint 35
Suitable for Accaess confrol, electric lock Sultable for Access control, electric lock [
ML-PS04/05 Parameter : Size(mm): ML-PS12/13 Parameter : Size(mm):
Linear power supply ey T T o Access control power supply e T P I i |
Input voltage AC220V+20% Input voltage AC220V+20% I
Crutput voltage BC12Vx15% ® : Il Qutput voltage DC12V115%
— - \Working ripple =100m\V L ‘| Working ripple =100mV ag
Output current 3A 5 ! Output current 3A 5A
Standard battery NO — Standard battery MO
'l =— Weight 1.25kg — Weight 1.25kg
Matarial Metal shell; Surface paint 5 —_— Material Metal shell, Surface paint a0
Suitable for Access control, electric lock — Suitable for Access control, electnc lock il
ML-PS06/07 Parameter : Size(mm): ML-PS14/15 Parameter : Size(mm):
Linear power supply Uninterrupted Power Supply
Model ML-PS0B ML-PS0O7 i 0 Madel ML-PS14 ML-PS15 184 7o
Input voltage ACZ220V+20% -:-;: Input voltage ACZ20V 50Hz E;,
= Qutput voltage DC12VE15% — Output voltage DC12V —
- - Working ripple <120mV e Timer 0-108 =
b Qutpul current 3A 5A, 714 O Qultpul current 34, BA 214 O
| Standard baltery 12T AR Standard batlery 12VT Ah
| Weight 1.7kg Weight 1.7kg
' = = Matarial Metal shell; Surface paint Material Metal shell; Surface paint
Suitable for Access control, electric lock Suitable for Accass control, electne lock
ML-PS08/09 Parameter : Size(mm): ML-PS16 Parameter : Size(mm):
Switching power supply Switching power supply
Model ML-PS08 ML-PS09 165 12 Model ML-PS16 i L i
Input voltage AC220V+20% Input voliage ACT10WIAC220V
= Output voltage DC12V£15% 8 Cutput voltage DC12V+15%
= ] Working ripple =120mv O Working ripple <120mv 15
Dutput currant 3A 54 @ Cutput current 5A
Standard battery 12V/TAR ik Standard battery NO
Welght 1.05kg 1 5kg Weight 1.05kg -—
Material Metal shell; Surface paint Material Metal shell, Surface paint 55
Suitable Tor Access confrol, electric lock Sujtable for Access conlrol, electric lock
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ML-900

SmartVians

Parameter :
Exit button (Plastic)
Model ML-800
FPower Supply DC12v
Outpul Contact NO/MNC/COM
_ Material ABS
DooR Panel logo Customizable
D=+ Operating Temp | 20 C ~ +55 (-4-131F)
| el Weight (0.05kg
Mechanical Life 5“”-?2;';ﬂ?€a§9'“9
ML-901/902 Parameter :
Exit button (Aluminum alloy)
Model ML-801 ML-902
: Fower Supply DC12V
» Qutput Contact NOYCOM
Matenal Aluminurm Alloy
.,_;';. . -q-‘; 3 | Panel logo Customizable
Operating Temp 20C ~+550(-4-131F)
v Weight 0.11kg 0.16kg
) Mechanical Life 500,000 Tested aging
test qualified

ML-903/904

Parameter :

Exit button (Stainless steel)

Model ML-503 ML-904
Power Supply DC12y
Output Conlact NO/COM

Matenal Stainless steel panel
Panel logo Customizable
Operating Temp 200 ~+55C{-4-131F)
Weight 0.05kg 0.1kg
Mechanical Life Eﬂﬂ'?ggl -;iﬂﬁf? E:glng
ML-905/906 P
Exit button (Stainless steel)
Model ML-805 ML-906
= - Power Supply DC12V
o — 1 Output Contact NO/NC/COM
Erl ﬁ Matenal Stainless steel panal
i _ - Panel logo Cuslomizable
! Q I ﬁ o Operating Temp -20 C ~+55 (" (-4-131F)
:*i ﬁ Waeight 0.05kg 0.1kg
Oy (IS MecharicalLife | 500.000 Tested aging

Size(mm):
__I BE | | _34} |
]
DOOR
EXIT -
Size{mm):
50 BE .25
©
Door Release Door Release

BE

v
©

O ||]je O o

W

Size(mm):

28 20

;M

0

O]

86

20

Size(mm):

28 Al

91

o

OB

, a6

ML-907/908

Exit button (Infrared sensor)

EXIT
- EXIT

ML-909
Mini Exit button

ML-910/911

Exit button (Stainless steel)

FAEESS
@ ’ a ®
1O LN

ML-912/913

Exit button (Touch)

Door Release Exit Button

Parameter :
Model ML-807 ML-308
Power Supply DC12V-24Y
Cutput Contact NO/NCICOM
Material Stainless steel panel
Panel logo Customizable
Operating Temp =20 C ~+55C (-4-131F)
Weight 0.85kg 0.1kg
- . 500,000 Tested aging
Mechanical Life test qualified
Parameter :
Model ML-808
Power Supply DC12v
Cutput Contact NOYCOM
Matarial Adurniniurm allay
Fanel logo Customizable
Operating Temp =200 ~+55 C({-4-131F)
Weight 0.1kg
- i 500,000 Tested aging
Mechanical Life test qualified
Parameter :
Model ML-810 ML-911
Power Supply DC12V
Cutput Contact NO/NC/COM
Material Stainless steel panel
Panel logo Customizable
Opearating Temp -20C ~+55C (-4-131F)
Weight 0.1kg 0.12kg
. . 500,000 Tesled aging
Mechanical Life test qualifiad
Parameter :
Model ML-912 ML-813
Power Supply DC12-24Y
Qutput Contact NOYNC/COM
Matarial ABS
Panel logo Cuslomizable
Dperating Temp =200 —+550{-4-131F)
Weight 0.085kg 0.1kg
; 500,000 Tested aging
Mechanical Life test qualified

Size(mm):

1156

i)
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Door Release Exit Button

ML-914/915 Parameter : Size(mm): ML-920A/B Parameter : Size{mm):
Exit button (Mushroom) , Emergency exit button .
Modet ML-G14 ML-815 501 HE : a7 Model ML-920A ML-9208 : 52
| | Power Supply DC12v i o b i N ] ) Power Supply DC12V
s B - ' Qutput Contact MO/NC/COM PRESS PRESS Output Contact | NO/NC/COM |2NO/ZNCIZ2COM
et Material Stainless steel panel Matenal ABS ——
. . . S Panel logo Customizable a5 O @) O O E Panal logo Customizable
& Operating Temp 20C ~+55 C (-4-131F) Operating Temp 20 C ~+55 C (-4-131F) -
erk TO EAT Weight 0.14kg 0.18kg TO EXIT TOEXIT Weight 0.16kg
=§J 3 - Mechanical Life Eﬂﬂ,ti!gsﬂt :i?ﬁegging & s B g — Mechanical Life EQU,?ESL ;ﬁatl?f?eadging
ML-84/87 Parameter : Size(mm): ML-921 Parameter : Size(mm):
Exit button (Stainless steel) ‘0 0 0 Emergency exit button 52
Model ML-84 ML-87 1 ) | | Madel ML-821 .r |
Power Supply DC12V 1T Power Supply DC12Y
o~ Output Contact NO/NC/COM o O Output Contact NO/NC/COM
e Material Stainless steel panel PRESS PRESS Matenal ABS —
Panel logo Customizable 115 O O :E Panel logo Customizable .
Waterproof IP66 Outdoor Waterproof Operating Temp -20 C ~+55 C {-4-131F)
FF B Weight 0.083kg 0.12kg TOEXIT TOEXIT Weight 0.16kg
s
Mechanical Life 5&0.?2; ;'ﬁ;ﬁeggi"g O O Mechanical Life 50&?2:1 Eﬂfalﬁf?f "
ML-85/86 Parameter : Size(mm): ML-923A/B Parameter : Size(mm):
Exit button (Stainless steel) Emergency exit button ,
Model ML-85 ML-86 E 50 T Bis T D Model ML-G23A ML-9238 ! | 35 ]
Power Supply DC12v =T ] Power Supply DCizy = ]
" rern Qutput Contact MNO/NCICOM © PRESS Output Contact | NO/NC/COM | 2NOZNCI2COM “ I| i
= Material Stainless steel panel PRESS Material ABS
-f N - f - Panel logo Customizable . O o Q 0O Panal logo Customizable
ﬂ &/ Waterproof IPB6 Outdoor Waterproaf Operating Temp =20 C ~+55 C (-4-131F) =
L ‘ FO EXIT Weight 0.08kg 0.12kg TO EXIT Weight 0,16kg
= Mechanical Life m?ggt Eﬁﬁ?;ezgi"g 1 © , W Mechanical Lite 5'DII:IIEl'uz.-:llsl:.t :?Js;tﬁurjlegging
. —_— J
ML-930 Parameter : Size(mm): ML-924 Parameter : Size(mm):
Exit button (With key) Emergency exit button - 54
Model ML-930 , 86 "1 39 , Model ML-924
£ : Power Supply DC12V = i ‘ Power Supply DC12V 7] T IE
Output Contact NO/NCI/COM Output Contact NO/NC/COM
= Matarial Stainless steel panel NO Matenal ABS -
3 f&, o 3 T 57 gl
| = Customizable ol |l GFF@ [ —r Panel logo Custonizabi
' | Standard key 2 PCS & - Operating Temp 20C ~+55C (-4-131F)
Sy [ -+ Weight 0.13kg Weight 0.1Bkg =
||ﬂ1 Mechanical Life Em'?ggt-;iilﬁf? Edaging B | Mechanical Life Eunigggt-igﬁf?ad&gmg o I BT 4 } 55.7 |

29
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ML-943A/B Parameter : Size(mm):

Exit button (Touchless)
Model ML-843A ML-9438 , 50 s # o Bl
Power Supply DC12V T N v '
Output Contact NO/NCICOM ©

_ ﬁ . Maternal stainkess steal panel
— = . : . ] Panel logo Customizable 85 O O O 0
| . Operating Temp =20 C ~+55 C{-4-131F)

f !;l& | 451“' Weight 0.11kg {].‘Il4hg o

— Mechanical Life 50“‘?25{1153?3339”9 I

ML-950 Parameter : Size(mm):

Remote exit button
Model ML-850 44 30 125
Power Supply DC12V - -
Qutput Contact NO/NC/COM —
Material ABS
Panel logo Cuslomizable 62 [ .j]
Capacity 30
Weight 0.11kg
Remoie g |
contral distance 30-50mm

ML-960/960P Parameter : Size(mm):

Door Loop _ _
Model ML-S60 ML-960P
Head material Zinc allay ABS
Material Stainless steel
Inner Diameter 10mm
Inside Diameter 13mm
Head Calor Silver/Black 21
Weight 0.17kg 0.07kg | o ]
Used for Prevent the cable from

ML-961/961P

Door Loop

malicious damage

Parameter ;

Model ML-961 ML-S61P
Head matenial Zinc alloy Plastic
Material Stainless stesl
Inner Diameter Bmm

Inside Diameler 10mm

Head Color Silver/Black
Weight 0.06kg 0.032kg
Usad for Prevent the cabie from

malicious damage.

3a

' i
A
35 —

ML-962F/962S

Door Loop Series

Parameter : Size(mm):

Door Loop _ _
Model ML-8962F ML-9625
Groove Material Iron Slainless Steal
Hose Material Stainless stesl i AR
Head Material Zinc Alloy L
Inner Diameter 10mm = =T
Hose Size 200mm . e T
Weight 0.32kg
s o et

ML-963F/963S Parameter : Size(mm):

Door Loop _
Model ML-963F ML-B63S
Groave Material Iron Stainless Sieel
Hose Material Stainless slesl 9,
Head Material Zinc Alloy (& |G T M, [T & )=
Inner Diameter Bmm
Haose Size 200mm 2
Weight 0.22kg 260 = E
e o R e &

ML-964 Parameter : Size(mm):

Door Loop
Modal ML-964
Material Stainless Stesl
Spring Size D7 ®11*130mm —
Inner Diameter 7mm “[—ﬂa j—

. Instaliation Diameter ®15mm/@11mm w (O] = i

Weight 0.08kg 11, ]
Siza For Metar Plate 20°50mm 2
Installation mode Surface-mount S

ML-965 Parameter Size(mm):

Door Loop ) )
Model ML-965 —l—v—@ = Eﬁ
Product name Non-Contact Wire Protector ‘
Material High Strength Plastic O I i @ & @]
Size 58716 12mm = zlﬁ a ““
Contact Material Plated brass O i 2/ G Z J
Installation mode Surface-mount | (@) o] G+
Weight 0.04kg g = = =
Suitable for All kinds é:; ull;.la'-a s;;irf.- door & N
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ML-EMO1/EF01

RFID Thin Cards

ML-EMO1T/EFO01T

RFID Thick Cards

ML-EMO2/EF02

Keytags

ML-EMO3/EF03

Glue Epoxy Cards

Parameter :

Maodel ML-EMO1 ML-MFQO1
Frequancy 125KHz 13.56MHz
Materal PVC

Caolour White

Card type IB-EM IC -Mifare
Inductive range 2-15mm
Reaction Time 1-2mS
Temperature 100 C=4500C
Weight 0.008kg

Parameter :

Modael ML-EMO1T ML-MFO1T
Frequency 125KHz 13.56MHz
Materal PVC
Colour White
Card type I0-EM IC -Mifare
Induclive range 2 18mm
Reaction Time 1-2mS
Temperature 100 C~+500C
Weight 0.01kg
Parameter :
Maodel ML-EMOZ ML-MFO2
Freguency 125KHz 13.56MHz
Materal AB3
Colour Support Customized
Card type ID-EM IC -Mifare
Inductive range 2-18mm
Reaction Time 1-2m3
Temperature -100 C~+500 C
Waight 0.01kg
Parameter :
Modal ML-EMO3 ML-MFO3
Frequency 125KHz 13.56MHz
Materal Glue Epoxy
Colour Support Customized
Card type |D-EM IC -Mifare
Inductive range 2.15mm
Reaction Time 1-2mS
Temperature 100 C~+500C
Weight 0.01kg

Size(mm):

86

Size(mm):

86

o4

Size(mm):

32

[+

-

\_/

40

Size(mm):

50

30

0.8

1.8

ML-EMO4/EF04

Round Coin Card

=

ML-EMOS/EF05

Wrist Bands

ML-EF06
UHF TAGS

ML-MFO07
HF TAGS

&=

Parameter :

Madel ML-EMO4 ML-MFO4
Fraguency 125KHz 13.56MHz
Mataral PVC

Colour White

Card type 10 Card IC Card
Size 25mm can be customized
Sutablefor | dance, parking 0
Weight 0.008kg

Parameter :

Model ML-EMO5S ML-MFOS

Frequency 125KHz 13.56MHz

Materal Silicone

Colour Customization available

Card type ID-EM IC -Mifare

Size Stock size or customized

= Access Control, Party,

AAppleatian Events, sauna, Training etc.

Weight 0.01kg
Parameter :

Model ML-MFOB

Chip M4QT

Antenna size T0*17mm

Protocol ISO18000-8C/EPC GEN2

Read distance 5m

Mainly used in logistic

Application warehouse management

Temperature -100 C~+500C

Waeight 0.001kg
Parameter :

Model ML-MFO7

Chip FM1108\Witralight EV1

Antenna size 11726mm

Protocol 1IS0144434

Reader range 6m

Color White

Base Material Coated Paper

Anti-counterfeiting traceability,
Applicatian data transmission

Card Series

Size(mm):

|

18 20
Size(mm):
Size(mm):
I 70 |
I I
17
Size(mm):
26

11
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ML-RD10/11 Parameter :
RFID card reader
Model RD10 RO11
Card type 125KHz |D Card 13.56MHz IC Card
Reading distance 3-15cm 3-6cm
Power supply DC12v
Material ABS + PC with Texture
Waterproof level IPES
Weight 120g
Oupot e | St Vigang2, otor
ML-RDZ{”21 Parameter :
RFID card reader
Model RDZ0 RD21
Card type 125KHz ID Card | 13.56MHz IC Card
Reading distance 1-5cm BLE:D-5M
Power supply 8-12vVDC
Current Average 50mA, maxmium100mA
Material ABS
Weight 200g
Rk Wiegand 26/34 RS232
ML-RD30/31 Parameter :
RFID card reader
Model RD30 RD31
Card type 125KHz |0 Card 13.56MHz IC Card
Reading distance 1-Bem BLE:O-5M
Power supply 9.12vVDC
Current Average 50mA, maxmium100mA
Material ABS
Weight 200g
Sk el Wiegand 26/34 RS232
ML-RD40/41 Parameter :
RFID card reader
Model RD40 RD41
Card type 125KHz ID Card 13.56MHz IC Card
Reading distance 3-8cm 5-10cm
Power supply DC 9v-16Y
Consumed currant <B0mA
Material ABRS
Weight 200g

Communication
interface

Wiegand26/34 RS232 RS485
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ML-RD50/51
RFID card reader

ML-RD60/61
RFID card reader

ML-RD70/71
RFID card reader

ML-RD80/81

RFID card reader

RFID Card Reader Series

Parameter :
Model ROS0 RD51
Card type 125KHz 1D Card 13.56MHz 1C Card
Reading distance 2-5em 3-Bcm
Power supply DC12V
Material ABS

User capacity

Support 2000 users

Weight

150g

Wiegand input

With Wiegand input interface, Wg26 card

number or Wg34 card numberoutput

Parameter :

Maodel ROE0 RDOG1

Card type 125KHz 1D Card 13.56MHz 1C Card

Reading distance 2-5 em 3-Bem

Fower supply DC12y

Material ABS

Waterproof class IBGE

Weight 150g

Wiegand Inlarface WGE26/34
Parameter :

Model ROD70 RD71

Card type 125KHz 1D Card 13.56MHz IC Card

Reading distance 2-5ecm 3-Bcm

Power supply DC12v

Material ABS

Waterproof class IPEA

Weight 150g

Wiegand Interface WGE26/34
Parameter :

Model RD80 RDB&1

Card type 125KHz 1D Card 13.56MHz IC Card

Reading distance 2~5¢m 3~8cm

Power supply 12V DC

Material ABS

Waterproof class IPB&.

Weight 100g

Wiegand 26 bils

Qutput Format

(26~37 bits available upon request)

Size(mm):

, g1

1

‘J,JJ,:

-

of ||| |

| e o) |

W~

'\l.:_"-.

Size(mm):
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ML-AC01/02 Parameter :
Access control keypad
Model ACDT ACD2
Card Type 125KHz 1D Card 13.56MHz |C Card
Reading distance 0-10 cm 3-5cm
Power supply DC 12VE10%
Material Plastic
Password length 4-6 digitals
Card quantity 800 cards
Waterproof grade NO
Door open options Card Password /Password +Card
ML-AC03/04 Parameter :
Touch access control
Model ACO3 ACO4
Card Type 125KHz |D Card 13.56MHz IC Card
Reading distance 3-5.cm 5-15em
Power supply DC 12V£10%
Material ABS
Password length 4-B digitals
Card guantity 1000 cards
Waterproof grade MO
Dioor open oplions Card Password /Password +Card

ML-ACO8E/M

Metal access control

Parameter :

Madel ACOB-E ACOB-M
Card Type 125KHz 10 Card 13.56MHz IC Card
Reading distance d-8cm 2-6em
Power supply DC 12V+10%
Matenal Zinc Alloy
Stalic electricity =30maA,
User capacity 2000 users
Waterproof grade 1PB5
- Door open options Card,Password /Password +Card
ML-MA10/11 Parameter :
Metal access control
Model MATD MATT
Card Type 125KHz ID Card 13.56MHz IC Card
Reading distance 5-8 em 3-Bcm
Power supply DC 12V+10%
Material Zinc Alloy
Static electricity =30mA,
User capacity 2000
Walerproof grade IPEa

Door open oplions

Card, PIN, Card + PIN
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ML-MA20/21

Metal access control

Parameter :

Access Control Series

Model MAZ0 MAZ21

Card Type 125KHz |1D Card 13.56MHz IC Card
Reading distance -8 cm 3-bcm
Fower supply DC 12V+10%

Material Zinc Alloy

Static electricity =30maA,

User capacity 2000

Waterproof grade IPE8

Door open options

Card. PIN, Card + PIN

ML-MA30/31

Metal access control

Parameter :

Model MAZ0 MAST
Card Type 125KHz ID Card 13.56MHz |C Card
Reading Distance 5-15cm 3-5cm
Power supply DC 12V+10%
Material Zinc Alloy
Current Drain <30maA,
User capacity 1000 cards
Waterproof grade IP&5
Door open options Card
ML-MAS0/51 Parameter :
Metal access control
Model MASO MAS1
- . Card Type 125KHz 1D Card 13.56MHz IC Card
' Reading Dislance 5-15cm 3-5cm
Power supply DC 12V10%
Materiai Zinc Alloy
Currant Drain =30mA
User capacity 1000 cards
Waterproof grade PGS

Door open options

Card, PIN, Card + PIN

ML-8001E/M

Touch screen access control

Parameter :

Model BOO1-E B001-M

Card Type 125KHz 1D Card 13.56MHz IC Card
Reading Distance 3-ficm 2-5cm
Power supply DC 12V210%

Material Plastic Shell

Static Electricity =30mA

User capacity 1000 cards

Walerproof grade IPG6E

Door open options

Card, PIN, Card + PIN

Size(mm):
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ML-8002E/M

Touch screen access control

Parameter :

Model 8002-E 8002-M
; Card Type 125KHz ID Card 13.56MHz IC Card
Reading Distance 1-3em 2-5em
Fower supply DC 12V+10%
Material Plastic Shell
Static Electricity =30mA
User capacity 2000 users
Walerproof grade P66
: Door open options Card, PIN, Card + PIN
ML-8003E/M Parameter :
Touch screen access control
Model 8003-E B8003-M
Card Type 125KHz ID Card 13.56MHz IC Card
Reading Distance 2-Bcm 1-15cm
Power supply DC 12V+10%
Material ABS
Crperating current <100mA
User capacity 1000 users
Waterproof grade IPB6

Door open options

Card, PIN, Card + PIN

ML-8004E/M

Metal access control

Parameter :

Model

8004-E 2004-M

125KHz ID Card 13.56MHz IC Card

2-5cm 3-Bcm

DC 12V+10%

Zinc Alloy

=35mA

2000

IPG8E

Card Type
Reading Distance
FPower supply
Material
Static electricity
User capacity
Waterproof grade
X o

Door open oplions

Card, PIN, Card + PIN

ML-8005E/M

Metal access control

Parameter :

Model 8005-E 8005-M
Card Type 128KHz ID Card 13.56MHz IC Card
1 Reading Distance 2-5cm 3-6cm
Power supply DC 12VE10%
Material Zine Alloy
Static electncity =35mA
User capacity 10,000 users
:. Waterproof grade P&
- Door open options Fingerprint, Card, PIN, Card + PIN
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Fingerprint access control

ML-8007E/M

Fingerprint access control

-
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ML-8008E/M

WiFi keypad access control

ML-8009E/M

Touch Screen access control

Access Control Series

Parameter :
Model BOO06-E BOOB-M
Card Type 125KHz 1D Card 13.56MHz IC Card
Reading distance 2-5em 3-6em
Power supply DC 12-24V
Matenal Zing Alloy
Standby current =35maA,
User capacity 10,000 users | Fingerprint: 256
Waterproof grade IP&E

Daoor open oplions

Fingerprint, Card, PIN, Card + PIN

Parameter :
Maodel 8007-E 8007-M
Card Type 125KHz ID Card 13.56MHz IC Card
Reading distance 2-hem 3-Bem
Pawear supply DC12V+10%
Matenal Zinc Alloy
Standby currant =B0mA
User capacity Fingerprint ; 2000/ Card : 1000
Waterproof grade IPG8

Door open options

Fingerprint, Card, PIN, Card + PIN

Parameter :
Model 8008-E 8008-M
Card Type 125KHz 1D Card 13.56MHz IC Card
Reading distance 2-5em J-Bcm
Power supply CC12VE10%
Material Plastic case
Standby current =30mA
User capacity 10.000user
Waterproof grade IP&5

Door open options

Mobile APPCard, code, card + cods,

Waterproof grade

Parameter :
Maodel BD09-E 8009-M
Card Type 125KHz ID Card 13.56MHz IC Card
Reading distance 2-5em 3-Gem
Power supply DC12-24V
Matenal Plastic case
Static electricity =35mA
User capacity 2000 cards / codes
PG5

Door open oplions

Card, Pin, Card + Pin
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ML-A210F
Fingerprint smart lock

ML-A220F
Smart deadbolt lock

ML-A230N

Fingerprint smart lock

47

Parameter :
Model ML-AZ210F
Matenal 304#stainless steel, ABS arcylic
Available Color Satin Nickle and Black Nickle

Door Thickness

38-55(mm)

Communication

Tuya Wi-Fi /TT Lock Blustooth 4.0 BLE

Battery Life 7000 times normal open

Power Supply DCEY 4pcs AAA alkaline balteries

Dynamic Current <200mA

Unlock Time 1-1.5seconds

Warking Temperature -20~45 degree

Warking Humidity 10%~95%

Available Mortise 2B85/3585/4585/5085/6085/7085 Mortise

User Capacity 300 groups; Administrator: 9 groups

Unlock Way Card, Password, Fingerprint, APP. Key
Parameter :

Model ML-AZ20F

Matanal Aluminum Alloy ABS Arcylic

Available Color

Black and Satin Nickel

Door Thickness

35-55(mm)

Communication

Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE

Baltery Life 7000 times normal open
Power Supply DCEY 4pcs AA alkaling balteries
Dynamie Current <200mA

Unlock Time 1-1.5seconds

Werking Temperature -20-45 degree

Warking Humidity 10%~85%

Available Mortise

60770 adjustable deadbolt mortise

lisar Capacity 300 groups,; Administrator: 9 groups

Unlock Way Card, Passwaord, Fingerprint, APP, Key
Parameter :

Model ML-A230N

Material Aluminum Alloy, ABS Arcylic

Avallable Color Black/Satin Nickel

Door Thickness 35-60(mm)

Communication

Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE

Battery Life 7000 times normal open
Power Supply DCEY 4pcs AA alkaline balleries
Dynamic Current <200mA

Unlock Time 1-1.5seconds

Waorking Temperature -20~45 degree

Waorking Humidity 10%~95%

Available Martise

2050557 2/5072/4585/6085/KS mortise

User Capacity

300 groups; Administrator; 9 groups

Unlock VWay

Card, Password, Fingerprint, APP, Key

ML-A233

Fingerprint smart lock

11

ML-A260

Fingerprint smart lock

- N
1 ]
s
-

ML-A270

Fingerprint smart lock

L)

Smart Lock Series

Parameter :
Modal ML-AZ33
Material Aluminum Alloy ABS Arcylic

Available Color

Black/Satin Nickel

Door Thickness

35-80(mm)

Communication

Tuya Wi-Fi (TT Lock Biuetooth 4.0 BLE

Battery Life 7000 times normal open
Powear Supply DCBY :4pcs AA alkaline balleries
Dynamic Current <200mA

Unlock Time 1-1.5seconds

Working Temperature -20~45 degree

Working Humidity 10%~85%

Available Mortise

5050/557 21507 2/4585/6085/KS mortise

User Capacity

300 groups; Administrator: 8 groups

Unlock Way Card, Password, Fingerprint, APP. Key
Parameter :

Model ML-AZE0

Material Aluminum Alloy ABS. Arcylic

Ayailable Color

Black/Satin Nickel

Door Thicknass

35-55(mm)

Communication

Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE

Battary Life 7000 times normal open
Power Supply DCEY dpcs AA alkaline batteries
Dynamic Current <200mA

Unlock Time 1-1.55econds

Working Temperalure -20~45 degree

Warking Humidity 10%~05%

Available Mortise

5050/557 27507 2/4585/6085/KS maortise

User Capacity 300 groups: Administrator: 9 groups

Unlock Way Card, Password, Fingerprint, APP. Key
Parameter :

Maodel ML-AZ70

Material Aluminum Alloy, ABS, Tempered Glass

Availabla Color Black/Satin Nickel

Coor Thickness

35-60(mm)

Communication

Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE

Batltery Life

7000 imes normal open

Power Supply

DCBY 4pcs AA alkaline balteries

Dynamic Current

<200mA

Lnlock Time

1-1.5seconds

Warking Temperature

-20~45 degres

Waorking Humidity

10%~895%

Available Mortise

BO50VE5TL5072/4585/6085/KS mortise

Liser Capacity

300 groups; Administrator: 8 groups

Unlock Way

Card, Password, Fingerprint, APP. Key
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ML-A290F

Fingerprint smart lock

ML-E908

Fingerprint smart lock

ML-E908NF

Fingerprint smart lock

43

Parameter :

Model ML-AZ90F

Material Aluminum alloy ABS Arcylic
Available Color Black Nickel/Silver

Doaor Thickness 38-55(mm)
Communication Tuya Wi-FiI /TT Lock Blustooth 4.0 BLE
Battery Life FO00 times normal open
Power Supply DCBV :4pcs AAA alkaline batteries
Dynamic Current <200ma,

Unlock Time 1-1.5seconds

Working Temperature -20-45 degree

Working Humidity 10%:~95%

Available Mortise 60/68maortise

Usear Capacity 300 groups, Administralor: 9 groups
Unlock Way Card, Password, Fingerpnnt, APP, Kay

Parameter :

Model ML-ES08

Material Aluminum alloy ABS, Tempered glass
Available Color Black Nickel/Satin Nickel

Door Thickness 35-84(mm)
Communication Tuya Wi-Fi /TT Lock Bluetooth 4 0 BLE
Battery Life 7000 times normal open

Power Supply DCBY :4pcs AA alkaline batteries
Dynarmic Current <200maA

Unlock Time 1-1_5seconds

Warking Temperature -20~45 degree

Working Humidity 10%%~95%

Available Mortise 4585/5085/6085/7085/557 2/6072 mortise
Usar Capacity 300 groups,; Administrator: 9 groups
Uniock Way Card, Password, Fingerprint, APP, Key

Parameter :

Model

ML-ESOBNF

Matanal

Aluminum alloy, ABS, Tempered glass

Available Caolor

Black Nickel/Satin Nickel

Door Thickness 35-64{mm)
Communication Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE
Battery Life 7000 times normal open
Power Supply DCEY :4pcs AA alkaline batteries
Dynamic Current <200mA,

Unlock Time 1-1.5seconds

Working Temperatura -20~45 degree

Working Humidity 10%~95%

Available Martise 4585/6085/T085/5572/6072 mortise
User Capacity 300 groups; Administrator: 9 groups
Unlock Way Card, Password, Fingerprint, APP, Key

ML-K710

Fingerprint smart lock

ML-H168

Fingerprint Handle Door Lock

(S
(.

ML-K3
Smart Key box

Smart Lock Series

Parameter :
Modet ML-KT10
Material Aluminum Alloy ABS Arcylic

Avallable Color

Black/Satin Nickel

Door Thickness

35-55(mm)

Communication

Tuya WIi-Fi (TT Lock Bluetooth 4.0 BLE

Battery Life 7000 times normal open
Power Supply DCB&YV 4pcs AA alkaline batteries
Dynamic Current <200mA

Unlock Time 1-1.5seconds

Warking Temperature -20~45 degree

Working Humidity 10%~85%

Avallable Mortise

4585/6085/7085 mortise; 5572

User Capacily 300 groups; Administrator: B groups

Uniock Way Card, Password, Fingerprint, APF, Key
Parameter :

Model ML-H168

Materal Zinc alloy

Avallable Color Black/Satin Nickel

Door Thickness 35-55({mm)

Communication Tuya Wi-Fi /TT Lock Bluetooth 4,0 BLE

Battery Life 7000 times normal open

Power Supply

DCEVY 4pcs AAA alkaline bafteries

Dynamic Current <200mA
Unlock Time 1-1.5seconds
Warking Temperature -20-45 degree
Warking Humidity 10%~55%

Available Mortise

6050/557 2/4585/6085/7085 mortise

User Capacity 300 groups; Administrator: 9 groups

Unlock Way Card, Passwaord, Fingerprint, APP, Key
Parameter :

Maodel ML-K3

Material Zing alloy

Avallable Color Black/Satin Nickel

Door Thickness 35-60(mm)

Communication

Tuya Wi-Fi /TT Lock Bluetooth 4.0 BLE

Battery Life 7000 times normal open
Power Supply DCEV 4pcs AAA alkaline batteries
Dynamic Current <200mA

Unlock Time 1-1.5seconds

Working Temperature -20=45 degree

Working Humidity 10%~85%

Fingerprint Capacity 200 groups

Passcode Capacity 200 groups

Suitable for Doors

All kinds of doors and locks
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ML-F2

Fingerprint smart lock

ML-F3

Fingerprint smart lock

ML-F5

Fingerprint smart lock

45

Parameter :

Model ML-F2

Material Zinc alloy panel/handle
Color Black /Silver

Door Thicknass 38-55(mm)
Communication Tuya Wi-Fi (TT Lock Bluetooth
Battery Life 300,000 times life test
Power Supply 4pes AAA alkaline battery
Lock Dimensian 36x345x57mm
Waorking Temperature -20~45 degrae
Warking Humidity 10%~85%

Available Mortise

3585,;2885 morhise

Unlock Way Card, Password, Fingerprint, APP, Key
Parameter :

Madel ML-F3

Material Zinc alloy panal/handle

Colar Black /Silver

Door Thicknass 38-55(mm)

Communication Tuya Wi-Fi /[TT Leck Bluetooth

Battery Life 300,000 times life test

Power Supply 4pcs AAA alkaline battery

Lock Dimension 36x345x57mm
Working Temperature -20~45 degree
Working Humidity 10%~85%

Available Mortise

3585;2885 mortise

Unlack Way Card, Password, Fingarprint, APP, Key
Parameter :

Maodel ML-F5

Material Aluminum alloy panel/handle

Color Black /Silver

Daor Thickness 38-55(mm)

Communication Tuya Wi-Fi /TT Lock Bluetooth

Battery Life 300,000 times life test

Powar Supply dpcs AA alkaline battery

Lock Dimension S6x330x64mm

Working Temperature -20~45 degree

Working Humidity 10%~85%

Avallable Mortise 35852885 mortise

Unlock Way

Card, Password, Fingerprint, APP, Key

ML-F5 pro
Fingerprint smart lock

ML-Z1

Fingerprint smart lock

ML-Z1 pro

Fingerprint smart lock

Smart Lock Series

Parameter :

Mode! ML-FE pro

Malerial Aluminum alloy panel/handle
Color Black /Silver

Door Thickness 38-55{mm)
Communication Tuya Wi-FI| /TT Lock Bluetooth
Battery Life 300,000 times life test
Power Supply 4pcs AA alkaline battery
Lack Dimansian 36x330x64mm
Warking Temperature -20~45 degree
Warking Humidity 10%~95%
Available Mortise 3585mortise

Unlock Way Card, Password, Fingerprint, APP, Key
Parameter :

Model ML-Z1

Material CNC solid carved material

Color Black /Silver

Door Thickness 38-55({mm)

Communication Tuya Wi-Fi

Baltery Life

300,000 times life test

Power Supply

fithiurm battery of 7.4V, 3200MAH

Lock Dimension 3Bx420x26mm
Working Temperature -20~45 degree
Waorking Humidity 10%~85%
Available Mortise 3585 mortise

Unlock Way Card, Password, Fingerprint, APP, Key
Parameter :

Model ML-Z1 pro

Matarial CNC solid carved material

Color Black /Silver

Door Thickness 38-55(mm)

Communication Tuya WI-FI'TT Lock Bluetooth

Battery Life 300,000 times life test

Power Supply iithium battery of 7.4V, 3200MAH

Lock Dimension J8x420x26mm

Waorking Temperature -20-45 degrees

Warking Humidity 10%~95%

Available Morlise 3585 mortise

Uniock Way

Card, Password, Fingerprint, APP, Key
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ML-D1 pro

Fingerprint smart lock

ML-G1

Fingerprint smart lock

ML-T1

Smart Ddeadbolt Lock

47

Parameter :

Model ML-D1 pro
Material CNC solid carved matearial
Color Black

Door Thickness 38-55(mm)
Communication Tuya Wi-Fi

Battery Life

300,000 times Iife test

Power Supply

lithiurm battery of 7.4, 4200MAH

Lock Dimension T5x420x58mm
Waorking Temperature -20~45 degres
Warking Humidity 10%~05%
Available Mortise 5572/6072 mortise

Unlock Way Card, Password, Fingerprint, APP, Key
Parameter :

Model ML-G1

Material Aluminum alloy panelhandle

Color Black

Door Thickness 38-55(mm)

Communication Tuya Wi-Fi'TT Lock Bluetooth

Battery Life 300,000 times life test

Power Supply 4pcs AA alkaline battery

Lock Dimension B5x280x21mm
Warking Temperature -20-45 degree
Working Humidity 10%-95%
Available Mortise 5050 mortise

Unlock Way Card, Password, Fingerprint, APP, Key
Parameter :

Modal ML-T1

Matenal Zinc alloy panel

Color Black /Silver

Door Thickness 38-55(mm)

Communication Tuya Wi-FI'TT Lock Bluetooth

Battery Life 300,000 times life test

Power Supply 4pcs AA alkaline battery

Lock Dimension Front:60x140x18mm;Black:68x155x28mm

Working Temperature -20~-45 degree

Waorking Humidity 10%~85%

Available Mortise B60-70mm Single latch

Unlock Way Card, Password, Fingerprint, APP, Kaey

ML-T1 pro
Smart Ddeadbolt Lock

ML-S1

Smart handle lock

ML-T3
Smart handle lock

Smart Lock Series

Parameter :
Madel ML-T1 pra
Material Zinc alloy panel
Color Black /Silver
Door Thickness 38-55(mm)

Communication

Tuya Wi-Fi'TT Lock Bluetooth

Battery Life

300,000 times life test

Power Supply

4pcs AA alkaling baltery

Lock Dimansion

Front: 7T0x158x20mm;Black:68x155x28mm

Working Temperature

-20~45 degree

Working Humidity

10%~95%

Ayailable Mortise

60-70mm Single latch

Unlock Way Card, Passwaord, Fingerprint, APF, Key
Parameter :

Model ML-51

Material Zinc alloy panel

Color Black /Silver

Door Thickness 38-55{mm)

Communication Tuya TT Lock Bluetooth

Battery Life 300,000 times life test

Power supply 4pes AAA alkaline battery

Lock Dimension 65x65x15mm

Working Temperature -20~45 degree

Waorking Hurmidity 10%~85%

Available Mortise

60-70mm Single latch

Unlock Way Password, Fingerprnt, APF, Key
Parameter :

Model ML-T3

Material Zinc alloy panel

Color Black (Silver

Door Thickness 38-55(mm)

Communication

Tuya (MT Lock Blustooth

Battery Life 300,000 times life test
Power Supply 4pcs AAA alkaline battery
Lock Dimension 65x65x15mm
Working Temperature -20~45 degree
Waorking Humidity 10%~85%

Available Mortise

60-7T0mm Single latch

Unlock Way

Password, Fingerprint, APP, Kay
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ML-B2

Fingerprint smart lock

1t

ML-K1

Fingerprint smart lock

it

ML-V1
Smart Ddeadbolt Lock

e I
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Parameter :
Model ML-B2
Material Aluminum alloy panel/handle
Color Black
Door Thickness 38-55{mm)
Communication Tuya Wi-Fi

Battery Life

300,000 times life test

Fower Supply

4pcs AA alkaline battery

Lock Dimension B65x255x21mm
Warking Temperature -20~45 degrae
Working Humidity 10%~85%

Available Mortise

KS Mortise/5050/5072/557 2/607 2 mortise

Unlock Way Card, Password, Fingarprint, APP, Key
Parameter :

Model ML-K1

Material Aluminum alloy panel/handle

Color Black /Silver

Door Thickness 38-55(mm)

Communication Tuya Wi-Fi

Battery Life 300,000 times life test

Power Supply Alkaline battery

Lack Dimension Fox3rOxddmm
Working Temperature -20—45 degres
Working Humidity 10%~95%

Available Mortize

6068 mortise

Unlock Way

Card, Password, Fingerprint, APP, Key

Parameter :

Maodel ML-W1
Material Zinc alloy panel
Color Black
Door Thickness 38-55(mm)
Communlcation Tiiya Wi-Fi

Ballery Life

300,000 times life test

Power Supply

4pcs AA alkaline battery

Leck Dimension 1807 IxBEmm
Working Temperature -20~45 degree
Working Humidity 10%=~95%

Available Mortise

B60-70mm Single tatch

Unlock Way

Card, Password, Fingarprint, APP, Key

Smart Lock Series

ML-FLL2

Fingerprint smart lock

Parameter :

Model ML-FLLZ
Material Aluminum alloy panel/handle
Color Black/Silver/Red bronze
Door Thickness 38-55(mm)
Communication Tuya Wi-FiTT Lock Bluetooth
Battery Life 300,000 imes life test
Power Supply 4pcs AA alkaling battery
Lock Dimension B0x250x21mm
Working Temperature -20~45 degree
Working Humidity 10%~95%

: Available Mortise KS Mortise/S050/507 2/6072/4585 mortise
Unlock Way Card, Password, Fingerprint, AFP, Kay

ML-FLLS

Fingerprint smart lock

Parameter :

Model

ML-FLLS

Aluminum alloy panel/handle

Black/Silver/Red bronze

38-55(mm)

Tuya Wi-FUTT Lock Bluetooth

300.000 times life test

4pcs AL alkaline battery

B5x255x21mm

-20-45 degree

10%~958%

Material

Color

Door Thicknass
Communication
Battery Life

Power Supply

Lock Dimansion
Working Temperature
Working Humidity
Available Mortise

60/85.55/72 mortise or single lalch

Unlock Way

Card, Password, Fingerprint, APP, Key

ML-FLL7

Fingerprint smart lock

Parameter :

Model ML-FLLT

- Material Aluminum alloy panalfhandle
Color Black/Silver/Red bronze
Door Thickness 38-55{mm)
Communication Tuya Wi-FiTT Lock Bluetooth

a— Battary Life 300,000 tmeas life test

Power Supply 4pcs AAA alkaline battery
Lock Dimension B5x255x21mm
Werking Temperature -20~45 degree
Waorking Humidity 10%~95%

_ Avallable Mortise B0/85,55/72 mortise or single latch

- Unlock Way Card, Password, FingsrPn'nl. APP, Hﬂr




y A

1, SmartVians

ML-BC10B

Smart lock cylinder

ML-BC10C
Smart lock cylinder

ML-BC20B

Smart lock cylinder

51

Parameter :
Mode! ML-BC10B
Material Stainless Steel/Aluminum Alloy
Card Capacity 200pcs
Administrative password 1 group
Working Voltage DCEV(4alkaline battery)
Quiescent Dissipation =12mA
Low Voltage Waming =4 .8Y
Battery Life 210000 operation times
Suitable Home/Hotel/Apartment/Office
Cylinder dimension Tomm/asSmm/105mm{ Customizable)
Working temperature -20"C~50°C

Linlock Way Card, Password, APP
Parameter :

Maodel ML-BC10C

Material Stainless Stesl/Aluminum Alloy

Fingerprint Capacity 128pcs

Administrative Password 1 group

Working Voitage DCsV(4alkaline battery)

Clutescent Dissipation =12mA

Low Voltage Warning =4 8Y

Battery Life 210000 operation limes

Suitable Home/Hotel/Apartment/Office

Cylinder Dimension 75mm85mm/105mm( Customizable)

Working Temperature -20°C~50°C

Unlock Way

Fingerprint, Password, APP

Parameter :

Maodel ML-BC20B

Material Stainless Steel
Password Capacity 100 pieces

Card Capacity 100 pleces

BT key user 30pcs

Cuiescent Dissipation =12mA

Low Voltage Waming 15%

Remark Lora Gateway Optional
Suitable Home/Hotel/Apartment/Office
Cylinder Dimension TSmm/A5Smm/105mm( Customizable)
Weorking Temperature -20"C=-50°C

Unlock Way

Card, Password, APP

ML-BC20C

Smart lock cylinder

ML-S1

Smart lock cylinder

ML-S1K

Smart lock cylinder

Lock Cylinder Series

Parameter :

Maodel ML-BC20C

Material Stainless Steel
Password Capacity 100 pieces

Card Capacity 100 pieces
Fingarprint Capacity 80 pieces
Quiescent Dissipation s12mA

Low Voltage Warning 15%

Remark Lora Gateway Oplional
Suitable Home/HolelfApartmenl/Office
Cylinder Dimeansion 75mm/B5mmy105mm{ Customizable)
Working Temperature -20°C~50°C

Unlock Way

Card, Password, APP

Parameter :

Maodel ML-51

Material Aluminum Alloy, Brass
Available Color Silver/Black

Door Thickness 35-60mm

Power Supply tpecs CR123A alkaline batteries
Dynamic Current =<200mA

Static Current =50uh

Battery Life 7000 times normal unlock

Support OS5 10S 7.0 or above, Android 4.4 or above

Unlack Time 1~1.5 seconds

Working Temperature -20°C~50°C

Unlock Way App/ Fingerprint! 1C card/ Key
Parameter :

Made! ML-S1K

Material Aluminum Alloy, Brass

Available Color Silver/Black

Door Thickness 35-60mm

Power Supply 1pes CR123A alkaline batteries

Dynmamic Current <200mA,

Static Current <50uA

Battery Life 7000 times normal unlock

Support OS5 105 7.0 or abave, Android 4.4 or above

Unlock Time 1~1.56 seconds

Working Temperature

-20°C~307C

Unlock Way

App! Password/ IC card! Key




